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 CANNA

Item Unit Specification
ODU Model － KW24HQ1B8DO
IDU Model － KW24HQ1B8DI

Cooling Capacity Btu/h 22,000
Heating Capacity (47°F) Btu/h 23,000
Heating Capacity (17°F) Btu/h 13,500
Cooling Capacity Range Btu/h 8,630-23,200
Heating Capacity Range Btu/h 8,650-26,000
Cooling Power Input (Max) W 2,260
Heating Power Input (Max) W 2,300
SEER － 16.0
HSPF － 9.0
EER W/W 9.75
COP W/W 2.9
Cooling Operation Range ℉(℃) 0~115.0 (–18.0~46.0)
Heating Operation Range ℉(℃) -4~75.0  (–20.0~24.0)
Gas Pipe Size (OD) Inch 5/8
Liquid Pipe Size (OD) Inch 1/4
Connection Method － Flared
Factory Charge oz 65.3
Additional Charge oz/ft 0.54
Pre-Charge Length ft. 25
MAX Refrigerant Length ft. 82
Min Refrigerant Pipe Length ft. 10
MAX Refrigerant Pipe Elevation ft. 33

Fan Motor Power Output W 40
Fan Motor FLA A 0.3
Air Flow Volume CFM 530/706
Sound Pressure Level dB(A) 36/48
Dehumidication pt/hr 5.28
Power Supply － 208/230V / 1Ph / 60Hz
Min/Max Voltage V 187 - 253
MCA A 16.0
MOCP/Breaker Size A 25.0

Compressor Type － DC Inverter Rotary
Compressor RLA A 12.2
Refrigerant Type － R410A
Fan Motor Power Output W 60
Fan Motor FLA A 0.40
Sound Pressure Level dB(A) 56
Power Supply － 208/230V / 1Ph / 60Hz
Min/Max Voltage V 187 - 253
Main Supply Wire Size － 12-2 AWG
MCA A 16.0
MOCP/Breaker Size A 25.0

System Ratings

Indoor Unit Data

Outdoor Unit Data



Outline and Physical Dimension of KW24HQ1B8D.

A 42 3/8
B 12 3/4
C

Liquid Line Valve 1/4-in OD Flared
Gas Line Valve 5/8-in OD Flared
Drain Connector 5/8-in OD

A 22
B 15 1/4
C 27 5/8
D 38
E 14 1/4

Liquid Line Valve 1/4-in OD Flared
Gas Line Valve 5/8-in OD Flared

Dimensions 

Dimensions 
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 Net Weight IDU
Gross Weight IDU
 Net Weight ODU
Gross Weight ODU

                         отΦр Ib
  прΦн Ib
 ммлΦн Ib
  мнлΦн Ib

Units: incÈ

Units: incÈ



COOLING PERFORMANCE (BtuH)*

TC SHC TC SHC TC SHC TC SHC
0oF 10,940 8,580 11,557 9,061 13,043 10,230 13,434 10,479
5oF 11,891 9,326 12,562 9,848 14,177 11,120 14,603 11,390

14oF 13,794 10,818 14,572 11,424 16,446 12,899 16,939 13,212
23oF 15,112 11,855 16,165 12,680 18,521 14,526 19,077 14,880
32oF 15,679 12,299 16,771 13,155 19,216 15,071 19,792 15,438
41oF 16,267 12,761 17,400 13,648 19,936 15,636 20,534 16,017
50oF 16,877 13,239 18,052 14,160 20,684 16,223 21,304 16,617
59oF 18,327 14,373 19,602 15,373 21,469 16,833 22,113 17,248
68oF 20,755 16,278 22,052 17,293 23,566 18,483 24,273 18,933
77oF 20,510 16,089 21,815 17,111 23,350 18,315 24,050 18,759
86oF 19,501 15,293 20,798 16,315 22,701 17,804 23,382 18,238
95oF 18,456 14,475 18,845 14,782 21,620 16,957 22,269 17,370

104oF 17,563 13,775 17,945 14,074 20,058 16,519 20,660 16,115
113oF 16,662 13,067 17,296 13,563 18,621 15,811 19,179 14,960
115oF 16,612 13,028 17,368 13,620 18,566 15,750 19,123 14,916

HEATING PERFORMANCE (BtuH)*

TC SHC TC SHC TC SHC TC SHC
-4oF 11,659       11,659      11,463      11,463      11,235      11,235      11,000      11,000      
0oF 12,634       12,634      12,423      12,423      12,176      12,176      11,912      11,912      
6oF 13,328       13,328      13,103      13,103      12,843      12,843      12,564      12,564      
10oF 13,882       13,882      13,650      13,650      13,379      13,379      13,089      13,089      
16oF 14,302       14,302      14,064      14,064      13,784      13,784      13,482      13,482      
19oF 14,576       14,576      14,337      14,337      14,052      14,052      13,741      13,741      
24oF 16,216       16,216      15,971      15,971      15,653      15,653      15,382      15,382      
32oF 18,123       18,123      17,878      17,878      17,522      17,522      17,289      17,289      
41oF 20,304       20,304      20,065      20,065      19,666      19,666      19,469      19,469      
43oF 20,851       20,851      20,605      20,605      20,195      20,195      20,016      20,016      
47oF 22,659       22,659      22,267      22,267      21,824      21,824      21,299      21,299      
53oF 22,884       22,884      22,484      22,484      22,037      22,037      21,510      21,510      
59oF 23,410       23,410      22,996      22,996      22,538      22,538      22,000      22,000      
64oF 23,907       23,907      23,487      23,487      23,019      23,019      22,470      22,470      
70oF 24,356       24,356      23,935      23,935      23,459      23,459      22,898      22,898      
75oF 24,700       24,700      24,265      24,265      23,782      23,782      23,213      23,213      

* Maximum system capacity

TC- Total Capacity  ( BtuH)

SHC- Sensible Capacity  (BtuH)

80F DB (27C)73F DB (23C)68F DB (20C)
67F WB (19C) 72F WB (22C)61F WB (16C)

Outdoor Ambient     
DB

Indoor Ambient Temperature
68F DB (20C) 73F DB (23C) 80F DB (27C) 82F DB (28C)
57F WB (14C) 61F WB (16C) 67F WB (19C) 68F WB (20C)

57F WB (14C)

Indoor Ambient Temperature

Outdoor Ambient DB
86F DB (30C)



DIMENSIONAL SPECIFICATIONS
 MINIMUM SPACING REQUIREMENTS Units: inch (mm)

INDOOR 

Units: inch (mm)

OUTDOOR 

KW24HQ1B8D
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