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Item Unit Specification Specification Specification Specification Specification Specification Specification Specification
ODU Model KPA07B2D KPA09B2D KPA12B2D KPA15B2D KPA07B2P KPA09B2P KPA12B2P KPA15B2P

Cooling Capacity Btu/h 7000/7200 9200/9400 11600/11800 14200/14500 7200 9400 11800 14500
Heating Capacity Btu/h 5800/6000 8100/8300 10400/10600 13000/13300 6000 8300 10600 13300
Cooling Power Input W 535/550 760/775 1000/1015 1365/1390 550 775 1015 1390
Heating Power Input W 470/485 675/695 895/910 1225/1255 485 695 910 1255
Electric Heating Power Input W 2820/3450 2820/3450 2820/3450 2820/3450 3450 3450 3450 3450
Cooling Power Current A 2.9/2.7 3.9/3.7 5.1/4.9 6.7/6.2 2.40 3.30 4.2 5.4
Heating Power Current A 2.6/2.4 / 4.7/4.2 6.7/6.2 2.2 / 3.7 5.0
Rated Input W 774 951 1306 2162 774 951 1264 1684
Rated Current A 3.8 5.9 7.10 12.00 2.9 4.2 5.17 7.10
EER W/W 3.81 3.55 3.4/3.4 3.05/3.05 3.81 3.55 3.4 3.05
COP W/W 3.6 3.5 3.4/3.4 3.1/3.1 3.6 3.5 3.4 3.1
Set Temperature Range 60.8 86 60.8 86 60.8 86 60.8 86 60.8 86 60.8 86 60.8 86 60.8 86
Cooling Operation Range 55-83 55-83 55-83 55-83 55-83 55-83 55-83 55-83
Heating Operation Range �75 �75 �75 �75 �75 �75 �75 �75
Power Supply — 208/230,60,1 208/230,60,1 208/230,60,1 208/230,60,1 265,60,1 265,60,1 265,60,1 265,60,1
Min/Max Voltage V 187/253 187/253 187/253 187/253 238.5/291.5 238.5/291.5 238.5/291.5 238.5/291.5 
Power Cable AWG12-3 AWG12-3 AWG12-3 AWG12-3 AWG12-3 AWG12-3 AWG12-3 AWG12-3

Compressor Type Rotary Rotary Rotary Rotary Rotary Rotary Rotary Rotary
Fan Motor Air Flow (Max) CFM 311.905/282.48 329.56/294.25 341.33/306.02 341.33/306.02 311.905/282.48 329.56/294.25 341.33/306.02 341/306
Sound Pressure Level dB(A) 50/48 52/50 53/50 54/51 50/48 52/50 53/50 54/51
Sleeve Dimension H*W*D Inch 16"*42"*13 3/4" 16"*42"*13 3/4" 16"*42"*13 3/4" 16"*42"*13 3/4" 16"*42"*13 3/4" 16"*42"*13 3/4" 16"*42"*13 3/4" 16"*42"*13 3/4"

kg 51.0 54.0 55.0 56.0 50.5 54.0 54.0 55.0
lbs 112.4 119.0 121.3 123.5 111.3 119.0 119.0 121.3

Refrigerant Charge oz 33.9 33.9 35.3 38.8 33.9 33.9 35.3 38.8
Loading Quantity
( 40’ High Cube Container )

unit 180 180 180 180 180 180 180 180

Net Weight 

System Ratings

Unit Data



Tandem
208/230V 15 Amp

NEMA6-15R

Perpendicular
208/230V 20 Amp

NEMA6-20R

Large Tandem
208/230V 30 Amp

NEMA6-30R

265V 15 Amp
NEMA7-15R

265V 20 Amp
NEMA7-20R

265V 30 Amp
NEMA7-30R

Wired Thermostat J2E033A Optional controller 

Aluminum Architectural Louvered Grille 
Standard Wall Sleeve Polymer Non-Insulated
Standard Sleeve Metal Insulated
Standard drainage accessory

Accessories
ALUMINUM GRILLE
PTAC KNOCK-DOWN WALL SLEEVE
PTAC SLEEVE
DRAINAGE KIT
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Item Unit Specification Specification Specification Specification Specification Specification Specification Specification
ODU Model KPE07B2D KPE09B2D KPE12B2D KPE15B2D KPE07B2P KPE09B2P KPE12B2P KPE15B2P

Cooling Capacity Btu/h 7000/7200 9200/9400 11600/11800 14200/14500 7200 9400 11800 14500
Heating Capacity Btu/h / / / / / / / /
Cooling Power Input W 535/550 760/775 1000/1015 1365/1390 550 775 1015 1390
Heating Power Input W / / / / / / / /
Electric Heating Power Input W 2820/3450 2820/3450 2820/3450 2820/3450 3450 3450 3450 3450
Cooling Power Current A 2.9/2.7 3.9/3.7 5.1/4.9 6.7/6.2 2.40 3.30 4.2 5.4
Heating Power Current A / / / / / / / /
Rated Input W 774 951 1306 1860 774 951 1264 1684
Rated Current A 3.8 5.9 7.10 10.20 2.9 4.2 5.17 7.10
EER W/W 3.81 3.55 3.4 3.05 3.81 3.55 3.4 3.05
COP W/W / / / / / / / /
Set Temperature Range 60.8-86 60.8-86 60.8-86 60.8-86 60.8-86 60.8-86 60.8-86 60.8-86
Cooling Operation Range 55-83 55-83 55-83 55-83 55-83 55-83 55-83 55-83
Heating Operation Range �75 �75 �75 �75 �75 �75 �75 �75
Power Supply 208/230,60,1 208/230,60,1 208/230,60,1 208/230,60,1 265,60,1 265,60,1 265,60,1 265,60,1
Min/Max Voltage V 187/253 187/253 187/253 187/253 238.5/291.5 238.5/291.5 238.5/291.5 238.5/291.5 
Power Cable AWG12-3 AWG12-3 AWG12-3 AWG12-3 AWG12-3 AWG12-3 AWG12-3 AWG12-3

Compressor Type Rotary Rotary Rotary Rotary Rotary Rotary Rotary Rotary
Fan Motor Air Flow (Max) CFM 311.905/282.48 329.56/294.25 341.33/306.02 341.33/306.02 311.905/282.48 329.56/294.25 341.33/306.02 341.33/306.02
Sound Pressure Level dB(A) 50/48 52/50 53/50 54/51 50/48 52/50 53/50 54/51
Sleeve Dimension H*W*D Inch 16"*42"*13 3/4" 16"*42"*13 3/4" 16"*42"*13 3/4" 16"*42"*13 3/4" 16"*42"*13 3/4" 16"*42"*13 3/4" 16"*42"*13 3/4" 16"*42"*13 3/4"

kg 48 52 54 54.5 48.5 52 53.5 54.5
lbs 105.8 114.6 119.1  120.2 106.9 114.6 117.9  120.2 

Refrigerant Charge oz 23 23.6 35.27 35.27 23 23.6 35.27 35.27 
Loading Quantity
( 40’ High Cube Container )

unit 180 180 180 180 180 180 180 180

Unit Data

System Ratings

Net Weight 



Tandem
208/230V 15 Amp

NEMA6-15R

Perpendicular
208/230V 20 Amp

NEMA6-20R

Large Tandem
208/230V 30 Amp

NEMA6-30R

265V 15 Amp
NEMA7-15R

265V 20 Amp
NEMA7-20R

265V 30 Amp
NEMA7-30R

Wired Thermostat J2E033A Optional controller 

Aluminum Architectural Louvered Grille 
Standard Wall Sleeve Polymer Non-Insulated
Standard Sleeve Metal Insulated
Standard drainage accessory

Accessories
ALUMINUM GRILLE
PTAC KNOCK-DOWN WALL SLEEVE
PTAC SLEEVE
DRAINAGE KIT


