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Specification are subject to change without notice.

LILAC
Item Unit Specification

ODU Model KW09HQ3B8AO
IDU Model KW09HQ3B8AI

Cooling Capacity Btu/h 9,000
Heating Capacity (47°F) Btu/h 9,500

5,400Heating Capacity (17°F) Btu/h
Cooling Capacity Range Btu/h 2,764-9,724
Heating Capacity Range Btu/h 2,081-12,283
Cooling Power Input (Max) W 1,100
Heating Power Input (Max) W 1,250
SEER 18.0
HSPF 9.0
EER W/W 10.0
COP W/W 3.2
Cooling Operation Range ( ) 0 115.0 (–18.0 46.0)
Heating Operation Range ( ) -4 75.0  (–20.0 24.0)
Gas Pipe Size (OD) Inch 3/8
Liquid Pipe Size (OD) Inch 1/4
Connection Method Flared
Factory Charge oz 24.7
Additional Charge oz/ft 0.2
Pre-Charge Length ft. 25
MAX Refrigerant Length ft. 66
Min Refrigerant Pipe Length ft. 10
MAX Refrigerant Pipe Elevation ft. 33

Fan Motor Power Output W 20
Fan Motor FLA A 0.24
Air Flow Volume CFM 171/318
Sound Pressure Level dB(A) 28/43
Dehumidication pt/hr 1.69
Power Supply 115V / 1Ph / 60Hz
Min/Max Voltage V 103 - 127
MCA A 17.0
MOCP/Breaker Size A 25.0

Compressor Type DC Inverter Rotary
Compressor RLA A 12.6
Refrigerant Type R410A
Fan Motor Power Output W 30
Fan Motor FLA A 0.24
Sound Pressure Level dB(A) 52
Power Supply 115V / 1Ph / 60Hz
Min/Max Voltage V 103 - 127
Main Supply Wire Size 12-2 AWG
MCA A 17.0
MOCP/Breaker Size A 25.0

Indoor Unit Data

System Ratings

Outdoor Unit Data
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Outline and Physical Dimention of KW09HQ3B8A.
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Net Weight IDU Ib 20.9
Gross Weight IDU Ib 25.4 
Net Weight ODU Ib 62.8
Gross Weight ODU Ib 68.4

Units: incÈ

Units: incÈ



DIMENSIONAL SPECIFICATIONS
 MINIMUM SPACING REQUIREMENTS Units: inch (mm)

INDOOR 

Units: inch (mm)

OUTDOOR 

KW09HQ3B8A



TC SHC TC SHC TC SHC
0°F 5596 4057 5890 4270 6200 4495
5°F 6567 4794 6913 5046 7276 5312
17°F 6735 4950 7090 5211 7463 5485
23°F 6908 5112 7272 5381 7654 5664
32°F 7085 5278 7458 5556 7851 5849
41°F 7267 5450 7649 5737 8052 6039
50°F 7453 5627 7845 5923 8258 6235
57°F 7644 5810 8047 6115 8470 6437
67°F 7840 5998 8253 6313 8687 6646
75°F 8041 6192 8465 6518 8910 6861
86°F 8407 6515 8849 6858 9315 7219
95°F 8123 6336 8550 6669 9000 7020
104°F 7919 6217 8336 6544 8775 6888
113°F 7721 6100 8128 6421 8556 6759
122°F / / / / / /
129°F / / / / / /

TC SHC TC SHC TC SHC
 -31°F / / /
-22°F 4365 4269 4043
-13°F 4458 4365 4149
-5°F 4501 4458 4247
0°F 4878 4832 4599
5°F 5146 5000 4851
10°F 5360 5308 5054
17°F 5522 5400 5205
20°F 6048 6432 5702
24°F 6832 7323 6900
32°F 8455 8539 7675
41°F 9595 9706 9133
43°F 9754 9813 9428
47°F 9691 9600 9109
53°F 9383 9494 8921
59°F 9215 9328 8753
64°F 8789 8901 8325
70°F 8469 8581 8005
75°F 8042 8154 7578
78°F 7828 7941 7365

COOLING PERFORMANCE (BtuH)*

Outdoor Ambient
Temperature

(DB)  °F

Indoor Entering Air Temperatures
68F DB 74°F DB 80°F DB 
57F WB 61°FWB

67°FWB

67°FWB

HEATING PERFORMANCE (BtuH)*

Outdoor Ambient
Temperature

(DB)

Indoor Entering Air Temperatures
68°F DB 70°F DB 80°F DB 
57°FWB 60°FWB

         * Maximum system capacity

                 TC- Total Capacity  ( BtuH)
                 SHC- Sensible Capacity  (BtuH)
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