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Model:
KM24UH5O

Job Name:

Schedule Reference: Date:

Specification are subject to change without notice.

Item Unit Specification
Model －

W
Btu/h

W
Btu/h

W
Btu/h

W
Btu/h

W
Btu/h

W
Btu/h

Cooling Power Input (Max) W
Heating Power Input (Max) W
SEER －
HSPF －
EER W/W
COP W/W
Cooling Operation Range ℉(℃)

℉(℃)Heating Operation Range
Power Supply －
Min/Max Voltage V
Main Supply Wire Size －
Interconnecting Cable Wire Size 
MCA A
MOCP/Breaker Size A
Compressor Type －
Compressor RLA A
Fan Motor Power Output W
Fan Motor FLA A
Fan Motor Air Flow (Max) CFM
Sound Pressure Level dB(A)

mm
Inch
kg
lbs

Min Number of Indoor Units －
Max Number of Indoor Units －
Refrigerant Type －
Connection Method －
Factory Charge oz
Additional Charge oz/ft 

m
ft.
m
ft.
m
ft.
m
ft.
m
ft.

Rated Cooling Capacity

Rated Heating Capacity (47°F)

Rated Heating Capacity (17°F) 

Cooling Capacity Range

Heating Capacity Range (47°F)

Max Heating Capacity (17°F) 

Weight (Net/Shipping)

Unit Dimensions (L×H×D)

MAX Drop from Outdoor to Indoor Unit

MAX Lift from Outdoor to Indoor Unit

Total Refrigerant Pipe Length

MAX Refrigerant Pipe Length

MAX Refrigerant Pipe Elevation between indoor units
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Unit:inch

Outline and Physical Dimensions of KM24UH5O.

MINIMUM SPACING REQUIREMENTS

Space to the cover

200cm

30cm

50cm

(Air inlet side)
or above

or aboveSpace to the wall

(Air outlet side)
or above

30cm or above

or more
Space to the cover

50cm

Port #1 3/8 Inch (φ9.52) OD Flared
Port #2 3/8 Inch (φ9.52) OD Flared
Port #3 3/8 Inch (φ9.52) OD Flared

Suction/Gas Line Port Size
Port #1 1/4 Inch (φ6) OD Flared
Port #2 1/4 Inch (φ6) OD Flared
Port #3 1/4 Inch (φ6) OD Flared

Liquid Line Port Size



OPERATIONAL PERFORMANCE SPECIFICATIONS
 EXTENDED RATINGS MULTI24HP230V1CO

COOLING PERFORMANCE

DB 70oF (21oC) 75oF (24oC) 80oF (27oC) 90oF (32oC)
WB 59oF (15oC) 63oF (17oC) 67oF (19oC) 73oF (23oC)

TC (BtuH) SC (BtuH)
Input

Power
(watts)

TC (BtuH) SC (BtuH)
Input

Power
(watts)

TC (BtuH) SC (BtuH)
Input

Power
(watts)

TC (BtuH) SC (BtuH)
Input

Power
(watts)

5（-15℃） 17,664 13,852 1,368 18,674 14,631 1,409 20,564 16,135 1,504 23,750 18,610 1,608
10（-12
℃）

18,065 14,168 1,387 19,092 14,963 1,430 21,282 16,695 1,525 24,283 19,034 1,631

14（-10
℃）

18,502 14,511 1,397 19,546 15,324 1,440 22,059 17,302 1,536 24,863 19,495 1,643

17（-8℃） 18,976 14,883 1,397 20,039 15,715 1,440 22,900 17,958 1,536 25,491 19,994 1,643
23（-5℃） 20,271 15,901 1,397 21,682 17,008 1,440 24,843 19,485 1,525 27,328 21,434 1,632
59（15℃） 24,582 19,279 1,611 26,293 20,621 1,653 28,797 22,579 1,760 33,147 25,996 1,888
70（21℃） 27,840 21,835 2,368 29,580 23,196 2,443 31,610 24,792 2,592 36,250 28,435 2,773
75（24℃） 27,511 21,580 2,432 29,261 22,951 2,507 31,320 24,567 2,667 35,960 28,200 2,859
80（27℃） 26,835 21,042 2,539 28,575 22,413 2,624 31,030 24,342 2,784 35,380 27,749 2,987
85（30℃） 26,158 20,513 2,720 27,898 21,884 2,805 30,450 23,882 2,976 34,848 27,328 3,189
90（32℃） 25,491 19,994 2,837 27,221 21,346 2,923 29,870 23,431 3,104 34,152 26,790 3,328
95（35℃） 24,756 19,417 2,923 26,487 20,768 3,008 29,000 22,746 3,200 33,379 26,182 3,424

100（38
℃）

24,157 18,947 2,965 25,878 20,298 3,061 28,623 22,452 3,253 32,780 25,712 3,488

105（40
℃）

23,558 18,477 3,019 25,278 19,828 3,115 28,246 22,158 3,307 32,180 25,233 3,541

110（43
℃）

22,949 17,997 3,051 24,679 19,348 3,147 27,647 21,678 3,349 31,571 24,763 3,584

115（46
℃）

22,349 17,527 3,083 24,070 18,878 3,179 27,047 21,208 3,381 30,972 24,293 3,616

118（48
℃）

21,750 17,057 3,115 23,200 18,193 3,211 26,100 20,474 3,413 29,870 23,431 3,648

HEATING PERFORMANCE

DB 70oF (21oC) 75oF (24oC) 80oF (27oC) 90oF (32oC)
WB 59oF (15oC) 63oF (17oC) 67oF (19oC) 73oF (23oC)

DB TC (BtuH) SC (BtuH)
Input

Power
(watts)

TC (BtuH) SC (BtuH)
Input

Power
(watts)

TC (BtuH) SC (BtuH)
Input

Power
(watts)

TC (BtuH) SC (BtuH)
Input

Power
(watts)

 -22（-30
℃）

24,954 24,954 5,502 24,292 24,292 5,629 23,801 23,801 5,742

 -13（-25
℃）

27,324 27,324 5,581 26,614 26,614 5,710 26,089 26,089 5,824

-4（-20℃） 31,846 31,846 5,420 31,034 31,034 5,545 30,433 30,433 5,656
-0.4（-18℃） 31,376 31,376 5,513 30,550 30,550 5,641 29,933 29,933 5,753

6（-14℃） 31,523 31,523 5,237 30,703 30,703 5,358 30,097 30,097 5,465
10（-12℃） 31,872 31,872 5,288 31,044 31,044 5,410 30,423 30,423 5,519
16（-9℃） 31,268 31,268 5,249 30,448 30,448 5,371 29,825 29,825 5,478
19（-7℃） 30,852 30,852 4,905 30,427 30,427 5,019 29,802 29,802 5,119
24（-4℃） 29,903 29,903 5,081 29,546 29,546 5,199 29,011 29,011 5,303
32（0℃） 29,135 29,135 4,861 28,814 28,814 4,974 28,344 28,344 5,073
41（5℃） 30,281 30,281 4,499 29,984 29,984 4,603 29,535 29,535 4,695
43（6℃） 31,110 31,110 3,519 30,813 30,813 3,600 30,373 30,373 3,672

47（8.3℃） 34,000 34,000 3,600 33,065 33,065 3,683 32,366 32,366 3,757
53（12℃） 34,340 34,340 3,271 33,394 33,394 3,347 32,695 32,695 3,414
59（15℃） 31,614 31,614 3,303 30,734 30,734 3,379 30,085 30,085 3,447
64（18℃） 32,283 32,283 3,029 31,394 31,394 3,099 30,734 30,734 3,161
70（21℃） 32,895 32,895 3,076 31,987 31,987 3,147 31,308 31,308 3,210
75（24℃） 33,354 33,354 2,811 32,436 32,436 2,876 31,757 31,757 2,933
78（26℃） 33,660 33,660 2,836 32,732 32,732 2,902 32,044 32,044 2,960

LEGEND
DB --- Dry Bulb TC --- Total Net Cooling Capacity (BtuH)
WB --- Wet Bulb SC --- Sensible Capacity (BtuH)

Input Power---(Watts)
Specifications are subject to change without notice.  Manufacturer reserves the right to discontinue or modify specifications or designs

without notice or without incurring obligations.  All rights reserved.
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HeatingCapacity (Btu)

Cooling Capacity (Btu)
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Indoor Temperature 
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Indoor Temperature 
70℉/59℉

Indoor Temperature 
75℉/63℉

Indoor Temperature 
80℉/67℉

Indoor Temperature 
90℉/73℉
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