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M 0 d el . Specification
- Model — KM18UH50
. . w 5300
KM18UH50 Rated Cooling Capacity Btu/h 18,000
. . o W 6150
Rated Heating Capacity (47°F) Biu/h 21,000
. . R W 5300
Uitra Heat -~
. . W 2,051-6,155
W Cooling Capacity Range Bu/h 6.998-21,001
; ; o w 2,052-7,600
Heating Capacity Range (47°F) Btu/h 7.000-26,000
. . R W 2052-5300
Max Heating Capacity (17°F) Bw/h 7000-21000
Cooling Power Input (Max) W 1,450
Heating Power Input (Max) W 1,710
SEER — 23
HSPF — 10.5
EER W/W 3.66
COP W/W 3.6
Cooling Operation Range °F(°C) 0~118.4 (-18.0~48.0)
Heating Operation Range °F(°C) -31~75.2 (-35~24)
Power Supply — 208/230V / 1Ph / 60Hz
Min/Max Voltage V 187/253
Main Supply Wire Size — AWGI10
Interconnecting Cable Wire Size AWG18
MCA A 20
MOCP/Breaker Size A 35
Compressor Type — DC Inwerter Rotary
Compressor RLA A 14.9
Fan Motor Power Output Wi 90
Fan Motor FLA A 0.5
Fan Motor Air Flow (Max) CFM 2531
Sound Pressure Lewel dB(A) 58
L . mm 1003x790x427
= Unit Dimensions (LxHxD) Inch | 39-1/2x31-7/8x16-3/4
. _— kg 78/83
Weight (Net/Shipping) Ibs 172/183
Min Number of Indoor Units — 2
Max Number of Indoor Units — 2
Refrigerant Type — R410A
Connection Method — Flared
Factory Charge oz 77.6
Additional Charge oz/ft 0.2
. . m 50
Total Refrigerant Pipe Length ft 164
MAX Refrigerant Pipe Length m 25
ft. 82
MAX Refrigerant Pipe Elevation between indoor units fT zg 2
MAX Lift from Outdoor to Indoor Unit it 26.2
. m 8
MAX Drop from Outdoor to Indoor Unit i 26.2
Job Name:
Schedule Reference: Date:

Specification are subject to change without notice.
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Outline and Physical Dimensions of KM18UH5O0.
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Suction/Gas Line Port Size

Liguid Line Port Size

Port #1

3/8 Inch (99.52) OD Flared

Port #1 1/4 Inch (¢6) OD Flared

Port #2

3/8 Inch (¢9.52) OD Flared

Port #2 1/4 Inch (¢6) OD Flared
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200cm or above\

(Air outlet side
N
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oA My (1)), GRS

30cm or above
(Air inlet side)

50cm or aboye

Space to the wall
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OPERATIONAL PERFORMANCE SPECIFICATIONS

COOLING PERFORMANCE

Indoor Ambient Temperature
DB 70°F (21°C) 75%F (24°C) 80°F (27°C) 90°F (32°C)
wB 50°F (15°C) 63°F (17°C) 67°F (19°C) 73°F (23°C)
Input Input Input Input
TC (BtuH) | SC (BtuH) Power TC (BtuH) | SC (BtuH) Power TC (BtuH) | SC (BtuH) Power TC (BtuH) | SC (BtuH) Power
(watts) (watts) (watts) (watts)
5 (-15C) | 11573 9,076 727 12,235 | 9,586 749 13473 | 10,571 799 15560 | 12,193 854
1%()'12 11,83 | 9,282 737 12508 | 9,803 760 13,943 | 10,938 810 15910 | 12,471 867
1‘fc<>'1° 12,122 9,507 742 12,806 | 10,040 765 14453 | 11,336 816 16,280 | 12,773 873
17 (8C) | 12,432 9,751 742 131290 | 10,296 765 15004 | 11,765 816 16,701 | 13,100 873
o 23 (:5C) | 13,281 10,418 742 14,206 11,143 765 16,277 12,766 810 17,904 14,043 867
§ [59Ga50) | 16106 | 12631 856 17,227 | 13510 878 18,867 | 14,793 935 21,717 | 17,032 1,003
S [70@ | 18240 | 14,306 1258 | 19,380 | 15,197 1208 | 20710 | 16,243 1377 | 23750 | 18,630 1,473
3 [0 | 18025 | 14139 1202 | 19171 | 15,087 1332 | 20520 | 16,09 1,417 | 23560 | 18,476 1,519
g [80 27C) | 17,581 | 13,786 1349 | 18,721 | 14,684 1394 | 20330 | 15948 1,479 | 23180 | 18,180 1,587
& [85.300) | 17138 | 13440 | 1,445 | 18,278 | 14,338 1,490 | 19950 | 15,647 1581 | 22,832 | 17,905 1,604
3 [90 @20 | 16701 | 13100 | 1,507 | 17,835 | 13,985 1553 | 19570 | 15351 1649 | 22376 | 17,552 1,768
£ |5 35C) | 16220 | 12,721 1553 | 17,353 | 13,607 1598 | 19,000 | 14,902 1,700 | 21,869 | 17154 | 1,819
c
3 10% ;38 15,827 | 12,413 1575 | 16,954 | 13,200 1626 | 18753 | 14710 1,728 | 21476 | 16,846 1,853
o
= 1°FC ;40 15434 | 12,105 1,604 | 16562 | 12,991 1655 | 18506 | 14,517 1,757 | 21,084 | 16532 1,881
11?(, ;43 15035 | 11,791 1621 | 16169 | 12,676 1672 | 18113 | 14203 1,779 | 20685 | 16,224 1,904
11% ;46 14,643 | 11,483 1638 | 15770 | 12,368 1689 | 17,721 | 13895 1,796 | 20202 | 15916 1,021
1132 ;48 14250 | 11,175 1,655 | 15200 | 11,919 1,706 | 17,000 | 13414 1,813 | 19570 | 15351 1,038
HEATING PERFORMANCE
Indoor Ambient Temperature
DB 70°F (21°C) 75°F (24°C) 80°F (27°C) 90°F (32°C)
WB 59°F (15°C) 63°F (17°C) 67°F (19°C) 73°F (23°C)
Input Input Input Input Input
DB TC (BtuH) | SC (BtuH) Power TC (BtuH) | SC (BtuH) Power TC (BtuH) | SC (BtuH) Power SC (BtuH) Power Power
(watts) (watts) (watts) (watts) (watts)
'2,2C§'3° 18002 | 18902 | 4918 | 18401 | 18401 | 5031 | 18030 | 18030 | 5132
'1,305'25 20,698 | 20608 | 4988 | 20160 | 20160 | 5103 | 19762 | 19762 | 5205
4 (20C) | 22479 | 22479 | 4285 | 21,006 | 21,906 | 4,385 | 21,482 | 21482 | 4,472
0.4 (18C)| 22,148 | 22,148 | 4,203 | 21,565 | 21,565 | 4,300 | 21,130 | 21,130 | 4,386
6 (14C) | 22251 | 22251 | 4,066 | 21,672 | 21672 | 4,160 | 21,245 | 21,245 | 4,244
9 o ca2e)| 22498 | 22498 | 4027 | 21,913 | 21,013 | 4121 | 21475 | 21,475 | 4,203
Q
5 16 (9C) | 22072 | 22072 | 3884 | 21,492 | 21,492 | 3,973 | 21,063 | 21,0583 | 4,053
> |19 7C) | 21,778 | 21,778 | 3,474 | 21,478 | 21,478 | 3555 | 21,036 | 21,036 | 3,626
2 |24 40) | 21,108 | 21,108 | 3130 | 20,856 | 20,856 3202 | 20478 | 20478 | 3,266
g 32 (0C) | 20,566 | 20,566 | 2,942 | 20,339 | 20,339 | 3,010 | 20,008 | 20,008 | 3,071
3 41 (5C) | 21,375 | 21,375 2,723 | 21,165 | 21,165 2,786 | 20,848 | 20848 | 2,842
3 43 (6C) | 21,960 | 21,960 2,130 | 21,750 | 21,750 | 2,179 | 21,440 | 21,440 | 2,223
8  [7(83C)| 24000 | 24,000 2,179 | 23340 | 23340 | 2,229 | 22,846 | 22,846 2,274
S [320) | 24240 | 24,240 1,080 | 23573 | 23573 | 2026 | 23079 | 23,079 2,066
o |59 (15C) | 22,316 | 22,316 1,009 | 21,695 | 21,695 | 2045 | 21,236 | 21,236 | 2,086
& lea (18C) | 22,788 | 22,788 1,833 | 22160 | 22,160 1876 | 21695 | 21,695 1,013
70 (21C) | 23220 | 23220 | 1,862 | 22,579 | 22,579 1005 | 22,000 | 22,100 1,043
75 (24C) | 23544 | 23544 | 1,701 | 22,896 | 22,89 1741 | 22417 | 22,417 1,775
78 (26C) | 23,760 | 23,760 1717 | 23105 | 23,105 1,756 | 22,619 | 22,619 1,791
LEGEND
DB --- Dry Bulb TC --- Total Net Cooling Capacity (BtuH)
WB --- Wet Bulb SC --- Sensible Capacity (BtuH)

Input Pow er---(Watts)

Specifications are subject to change without notice. Manufacturer reserves the right to discontinue or modify specifications or designs

without notice or without incurring obligations. Al rights reserv ed.
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Cooling Capacity (Btu)
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5000 Q o~ Indoor Temperature
75°F /63°F

10000 Indoor Temperature
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5000 90°F /73°F
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HeatingCapacity (Btu)
30000
25000
20000 -
Indoor Temperature
70°F /59°F
15000 Indoor Temperature
75°F /53°F
Indoor Temperature
10000 80°F /67°F
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