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9. Remove motor and motor support

8. Remove electric reactor

7. Remove electric box assy

Remove screws fixing electric box assy and
mid-isolation board, loosen the bonding tie, pull off the
wiring terminal, lift to remove the electric box assy.

Remove the four tapping screws fixing motor, pull out
the contact tag of motor wiring, to remove the motor.
Remove the two tapping screws fixing motor support
and chassis, lift to remove the motor support.

Remove the screws fixing electric reactor, to remove
the electric reactor.

electric box assy

electric box cover

electric
 reactor

motor supportmotor

Steps Procedure
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12. Remove mid-isolation board

11. Remove four-way valve assy

10. Remove flash vaporizer assy

Remove the screws connecting mid-isolation board,
lift to remove the flash vaporizer assy.

Remove the screws connecting mid-isolation board,
chassis and condenser assy, to remove the
mid-isolation.

Welding cut the spot weld of four-way valve assy,
compressor air suction/discharging valve and
condenser pipe outlet, lift to remove the four-way 
valve assy. 
(Note: release the refrigerant before welding cutting.)

mid-isolation board

four-way valve assy

flash vaporizer assy 

Steps Procedure
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15. Remove chassis sub-assy

14. Remove big and small valve assy

13. Remove compressor

compressorRemove the three feet screwnuts fixing compressor,
to remove the compressor.

Remove screws connecting condenser assy and
chassis, to remove the chassis sub-assy.

Remove screws connecting condenser assy and
chassis, to remove the condenser assy.
Remove the screws fixing big and small valve, to
remove the valves.

condenser assy

small valve

big valve

Steps Procedure
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Appendix:

1.Standard length of connection pipe （More details please refer to the specifications.)
2.Min. length of connection pipe is 9.84ft.
3.Max. length of connection pipe and max. high difference.（More details please refer to the specifications.)

4.The additional refrigerant oil and refrigerant charging required after prolonging connection pipe
● After the length of connection pipe is prolonged for 32.81ft at the basis of standard length, you should add 0.0013gal of 
refrigerant oil for each additional 16.40ft of connection pipe.
● The calculation method of additional refrigerant charging amount (on the basis of liquid pipe):
● Basing on the length of standard pipe, add refrigerant according to the requirement as shown in the table.  The additional  
refrigerant charging amount per meter is different according to the diameter of liquid pipe. See the following sheet.
● Additional refrigerant charging amount = prolonged length of liquid pipe X additional refrigerant charging amount per meter 

Appendix 1: Reference Sheet of Celsius and Fahrenheit

Appendix 2: Configuration of Connection Pipe

Set temperature
Conversion formula for Fahrenheit degree and Celsius degree: Tf=Tcx1.8+32

Ambient temperature
 Fahrenheit 

display 
temperature

（℉）

Fahrenheit
（℉）

Celsius（℃）

 Fahrenheit 
display 

temperature
（℉）

Fahrenheit
（℉）

Celsius（℃）

 Fahrenheit 
display 

temperature
（℉）

Fahrenheit
（℉）

Celsius（℃）

32/33 32 0 55/56 55.4 13 79/80 78.8 26
34/35 33.8 1 57/58 57.2 14 81 80.6 27

36 35.6 2 59/60 59 15 82/83 82.4 28
37/38 37.4 3 61/62 60.8 16 84/85 84.2 29
39/40 39.2 4 63 62.6 17 86/87 86 30
41/42 41 5 64/65 64.4 18 88/89 87.8 31
43/44 42.8 6 66/67 66.2 19 90 89.6 32

45 44.6 7 68/69 68 20 91/92 91.4 33
46/47 46.4 8 70/71 69.8 21 93/94 93.2 34
48/49 48.2 9 72 71.6 22 95/96 95 35
50/51 50 10 73/74 73.4 23 97/98 96.8 36
52/53 51.8 11 75/76 75.2 24 99 98.6 37

54 53.6 12 77/78 77 25

 Fahrenheit 
display 

temperature
（℉）

Fahrenheit
（℉）

Celsius（℃）

 Fahrenheit 
display 

temperature
（℉）

Fahrenheit
（℉）

Celsius（℃）

 Fahrenheit 
display 

temperature
（℉）

Fahrenheit
（℉）

Celsius（℃）

61 60.8 16 69/70 69.8 21 78/79 78.8 26
62/63 62.6 17 71/72 71.6 22 80/81 80.6 27
64/65 64.4 18 73/74 73.4 23 82/83 82.4 28
66/67 66.2 19 75/76 75.2 24 84/85 84.2 29

68 68 20 77 77 25 86 86 30

Additional refrigerant charging amount for R22, R407C, R410A and R134a
Diameter of connection pipe Outdoor unit throttle

Liquid pipe(inch) Gas pipe(inch) Cooling only(oz/ft.) Cooling and heating(oz/ft.)
Ф0.24 Ф0.37 or Ф0.47 0.53 0.71

Ф0.24 or Ф0.37 Ф0.63 or Ф0.75 0.53 1.76
Ф0.47 Ф0.75 or Ф0.87 1.06 4.23
Ф0.63 Ф1 or Ф1.25 2.12 4.23
Ф0.75 / 8.82 8.82
Ф0.87 / 12.35 12.35



89Installation and Maintenance

Service Manual

F:Inspection
● Check the quality of expanding port. If there is any blemish, expand the 
port again according to the steps above.

The length is equal

Improper expanding

leaning damaged
surface

crack uneven
thickness

Smooth surface

Downwards

Pipe

Shaper

Union pipe

Pipe

Expander

Hard
mold

Pipe

Pipe

Pipe cutter

Leaning Uneven Burr

Improper pipe expanding is the main cause of refrigerant leakage.Please 
expand the pipe according to the following steps:

A:Cut the pip
● Confirm the pipe length according to the distance of indoor unit and outdoor unit.
● Cut the required pipe with pipe cutter.

B:Remove the burrs
● Remove the burrs with shaper and prevent the burrs from getting into the pipe.

C:Put on suitable insulating pipe

D:Put on the union nut
● Remove the union nut on the indoor connection pipe and outdoor valve; install
the union nut on the pipe.

E:Expand the port
● Expand the port with expander.

● "A" is different according to the diameter, please refer to the sheet below:

Outer 
diameter(inch)

A(inch)
Max Min

Ф0.24 - 0.25 (1/4") 0.05 0.03
Ф0.37 (3/8") 0.06 0.04

Ф0.47 - 0.50 (1/2") 0.07 0.04
Ф0.63 - 0.625 (5/8") 0.09 0.09

Appendix 3: Pipe expanding method

Note:

Note:
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Appendix 4: List of Resistance for Temperature Sensor

Resistance Table of Ambient Temperature Sensor for Indoor and Outdoor Units(15K)

Temp( ) Resistance(kΩ) Temp( ) Resistance(kΩ) Temp( ) Resistance(kΩ) Temp( ) Resistance(kΩ)
-19 138.1 20 18.75 59 3.848 98 1.071
-18 128.6 21 17.93 60 3.711 99 1.039
-17 121.6 22 17.14 61 3.579 100 1.009
-16 115 23 16.39 62 3.454 101 0.98
-15 108.7 24 15.68 63 3.333 102 0.952
-14 102.9 25 15 64 3.217 103 0.925
-13 97.4 26 14.36 65 3.105 104 0.898
-12 92.22 27 13.74 66 2.998 105 0.873
-11 87.35 28 13.16 67 2.896 106 0.848
-10 82.75 29 12.6 68 2.797 107 0.825
-9 78.43 30 12.07 69 2.702 108 0.802
-8 74.35 31 11.57 70 2.611 109 0.779
-7 70.5 32 11.09 71 2.523 110 0.758
-6 66.88 33 10.63 72 2.439 111 0.737
-5 63.46 34 10.2 73 2.358 112 0.717
-4 60.23 35 9.779 74 2.28 113 0.697
-3 57.18 36 9.382 75 2.206 114 0.678
-2 54.31 37 9.003 76 2.133 115 0.66
-1 51.59 38 8.642 77 2.064 116 0.642
0 49.02 39 8.297 78 1.997 117 0.625
1 46.6 40 7.967 79 1.933 118 0.608
2 44.31 41 7.653 80 1.871 119 0.592
3 42.14 42 7.352 81 1.811 120 0.577
4 40.09 43 7.065 82 1.754 121 0.561
5 38.15 44 6.791 83 1.699 122 0.547
6 36.32 45 6.529 84 1.645 123 0.532
7 34.58 46 6.278 85 1.594 124 0.519
8 32.94 47 6.038 86 1.544 125 0.505
9 31.38 48 5.809 87 1.497 126 0.492
10 29.9 49 5.589 88 1.451 127 0.48
11 28.51 50 5.379 89 1.408 128 0.467
12 27.18 51 5.197 90 1.363 129 0.456
13 25.92 52 4.986 91 1.322 130 0.444
14 24.73 53 4.802 92 1.282 131 0.433
15 23.6 54 4.625 93 1.244 132 0.422
16 22.53 55 4.456 94 1.207 133 0.412
17 21.51 56 4.294 95 1.171 134 0.401
18 20.54 57 4.139 96 1.136 135 0.391
19 19.63 58 3.99 97 1.103 136 0.382
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Resistance Table of Tube Temperature Sensors for Indoor and Outdoor (20K)

Temp( ) Resistance(kΩ) Temp( ) Resistance(kΩ) Temp( ) Resistance(kΩ) Temp( ) Resistance(kΩ)
-19 181.4 20 25.01 59 5.13 98 1.427
-18 171.4 21 23.9 60 4.948 99 1.386
-17 162.1 22 22.85 61 4.773 100 1.346
-16 153.3 23 21.85 62 4.605 101 1.307
-15 145 24 20.9 63 4.443 102 1.269
-14 137.2 25 20 64 4.289 103 1.233
-13 129.9 26 19.14 65 4.14 104 1.198
-12 123 27 18.13 66 3.998 105 1.164
-11 116.5 28 17.55 67 3.861 106 1.131
-10 110.3 29 16.8 68 3.729 107 1.099
-9 104.6 30 16.1 69 3.603 108 1.069
-8 99.13 31 15.43 70 3.481 109 1.039
-7 94 32 14.79 71 3.364 110 1.01
-6 89.17 33 14.18 72 3.252 111 0.983
-5 84.61 34 13.59 73 3.144 112 0.956
-4 80.31 35 13.04 74 3.04 113 0.93
-3 76.24 36 12.51 75 2.94 114 0.904
-2 72.41 37 12 76 2.844 115 0.88
-1 68.79 38 11.52 77 2.752 116 0.856
0 65.37 39 11.06 78 2.663 117 0.833
1 62.13 40 10.62 79 2.577 118 0.811
2 59.08 41 10.2 80 2.495 119 0.77
3 56.19 42 9.803 81 2.415 120 0.769
4 53.46 43 9.42 82 2.339 121 0.746
5 50.87 44 9.054 83 2.265 122 0.729
6 48.42 45 8.705 84 2.194 123 0.71
7 46.11 46 8.37 85 2.125 124 0.692
8 43.92 47 8.051 86 2.059 125 0.674
9 41.84 48 7.745 87 1.996 126 0.658
10 39.87 49 7.453 88 1.934 127 0.64
11 38.01 50 7.173 89 1.875 128 0.623
12 36.24 51 6.905 90 1.818 129 0.607
13 34.57 52 6.648 91 1.736 130 0.592
14 32.98 53 6.403 92 1.71 131 0.577
15 31.47 54 6.167 93 1.658 132 0.563
16 30.04 55 5.942 94 1.609 133 0.549
17 28.68 56 5.726 95 1.561 134 0.535
18 27.39 57 5.519 96 1.515 135 0.521
19 26.17 58 5.32 97 1.47 136 0.509
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Resistance Table of Discharge Temperature Sensor for Outdoor(50K)

Note: The information above is for reference only.

Temp( ) Resistance(kΩ) Temp( ) Resistance(kΩ) Temp( ) Resistance(kΩ) Temp( ) Resistance(kΩ)
-29 853.5 10 98 49 18.34 88 4.754
-28 799.8 11 93.42 50 17.65 89 4.609
-27 750 12 89.07 51 16.99 90 4.469
-26 703.8 13 84.95 52 16.36 91 4.334
-25 660.8 14 81.05 53 15.75 92 4.204
-24 620.8 15 77.35 54 15.17 93 4.079
-23 580.6 16 73.83 55 14.62 94 3.958
-22 548.9 17 70.5 56 14.09 95 3.841
-21 516.6 18 67.34 57 13.58 96 3.728
-20 486.5 19 64.33 58 13.09 97 3.619
-19 458.3 20 61.48 59 12.62 98 3.514
-18 432 21 58.77 60 12.17 99 3.413
-17 407.4 22 56.19 61 11.74 100 3.315
-16 384.5 23 53.74 62 11.32 101 3.22
-15 362.9 24 51.41 63 10.93 102 3.129
-14 342.8 25 49.19 64 10.54 103 3.04
-13 323.9 26 47.08 65 10.18 104 2.955
-12 306.2 27 45.07 66 9.827 105 2.872
-11 289.6 28 43.16 67 9.489 106 2.792
-10 274 29 41.34 68 9.165 107 2.715
-9 259.3 30 39.61 69 8.854 108 2.64
-8 245.6 31 37.96 70 8.555 109 2.568
-7 232.6 32 36.38 71 8.268 110 2.498
-6 220.5 33 34.88 72 7.991 111 2.431
-5 209 34 33.45 73 7.726 112 2.365
-4 198.3 35 32.09 74 7.47 113 2.302
-3 199.1 36 30.79 75 7.224 114 2.241
-2 178.5 37 29.54 76 6.998 115 2.182
-1 169.5 38 28.36 77 6.761 116 2.124
0 161 39 27.23 78 6.542 117 2.069
1 153 40 26.15 79 6.331 118 2.015
2 145.4 41 25.11 80 6.129 119 1.963
3 138.3 42 24.13 81 5.933 120 1.912
4 131.5 43 23.19 82 5.746 121 1.863
5 125.1 44 22.29 83 5.565 122 1.816
6 119.1 45 21.43 84 5.39 123 1.77
7 113.4 46 20.6 85 5.222 124 1.725
8 108 47 19.81 86 5.06 125 1.682
9 102.8 48 19.06 87 4.904 126 1.64
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