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Rated Voltage vV~ 208/230
Power
M Od el . Suopl Rated Frequency Hz 60
PPY  phases 1
KM24H50 Cooling capacity Btuh 23200
Heating capacity Btu/h 24000
Cooling Power Input w 1860
Heating Power Input W 1800
Cooling Current Input A 8.00
Heating Current Input A 7.83
Rated Power Input w 3200/3400
Rated Current A 14.2/15
EER (Btu/h)/W 12.49
COoP (Btu/h)/w 13.34
21.00(SEER
|SEER 21 .UU((SEERZ))
10.00(HSPF
HSPF 10.00($-|SPF2))
Compressor Trademark ZHUHAI LABISA E.I%MPRESSOR
- Compressor Model QXFS-B212zX070
B Compressor Refrigerant Oil Type FW68DA or equivalent
s% N\ | Compressor Type Twin Rotary
/////‘%@¢= 5&*&%\}\\ K@c}u@ﬁs LRA A !
/////////,,,’//;€§ \%\\\&\\\Q\\\ Compressor Rated Load Amp (RLA) A 12.1
/I[[[II/;{,/I///,/%?_'%&:\\\\\\\\\‘}\\\\\\\\ Compressor Power Input w 1887
""llllnlllllnﬂ' \‘\\\\“\\‘“““““. Compressor Thermal Protector KSD115°C HPC115/95U1
) Throttling Method Electron expansion valve
Cooling Operation Ambient Temperature Range °F -22~118
Heating Operation Ambient Temperature Range °F -22~75.2
Condenser Material Aluminum Fin-copper Tube
Condenser Pipe Diameter mm ©7.94
Rows-Fin Gap(mm) mm 2-1.4
Coil length (I) X height (H) X coil width (L) mm 851x616x38.1
Fan Motor Speed (rpm) rpm cooling:850 heating:850
Output of Fan Motor W 60
Outdoor |Fan Motor RLA A /
unit |Fan Motor Capacitor uF !
Air Flow Volume of Qutdoor Unit CFM 2236
Fan Type-Piece Axial-flow
Fan Diameter mm ©520-154
Defrosting Method Automatic Defrosting
Climate Type T1
Isolation I
Moisture Protection IPX4
Permissible Excessive Operating Pressure for
) ) PSIG 550
the Discharge Side
Permissible Excessive Operating Pressure for
) ) PSIG 240
the Suction Side
Dimension (WXDXH) inch 37 61/64X15 53/64X25 63/64
Dimension of Package (LXWXH) inch 40 33/64X17 53/64X28 5/32
Dimension of Package(LXWXH) inch 40 5/8X17 61/64X29 1/64
Net Weight b 114.7
Gross Weight b 124.6
Refrigerant R410A
Refrigerant Charge 0z 84.7
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Job Name:

Schedule Reference:

Date:

Specification are subject to change without notice.
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M Od e I : Cross-sectional Area of Power Cable Conductor | sqin 0.0051(AWG12)
Recommended Power Cable(Core) N 3
K M 24 H 50 Connection Pipe Connection Method - Flare Connection
Not Additional Gas Connection Pipe Length ft 131.2
@ Connection Pipe Gas Additional Charge oz/ft. 02
| Outer Diameter of Liquid Pipe1 inch 14"
: K&c‘;uﬁ‘ms
Outer Diameter of Liquid Pipe2
L'\ quie Fip inch 114"
Quter Diameter of Liquid Pipe3 .
inch 114"
Quter Diameter of Gas Pipe1 .
inch 378"
Outdoor
. Outer Diameter of Gas Pipe2 .
Unit inch 378"
Outer Diameter of Gas Pipe3 .
® inch 3/8"
Connection Pipe Max. Height Distance(indoor
) ft 49.212
and indoor)
Connection Pipe Max. Height Distance(indoor
) ft 49.212
and outdoor and indoor up)
Connection Pipe Max. Height Distance(indoor
ft 49.212
and outdoor and outdoor up)
Max. equivalent connection pipe length(outdoor % 656
to last indoor) '
Connection Pipe Max. Length Distance(total
ft 196.8
lenght)
DIMENSIONAL SPECIFICATIONS KM24H50

Units: inch (mm)

V]
From Any
20(508) Structure
2(50.8) 20(508) 20(508) 4(102)
From Any From Any Discharge Inlet
Structure Structure
4
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