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208~230V Medium ESP Fan Coil

P

Model:GMV-ND42PLS/C-T(U)

Parameter

Model — GMV-ND42PLS/C-T(U)
Performance

Rated Cooling Capacity kBtu/h 42

Rated Heating Capacity kBtu/h 47

Sound Pressure Level dB(A) 37/40/42

Electrical Data

Power Supply

Voltage,Phase, Hertz

208/230, 1, 60

Maximum Overcurrent Protection (MOP) A 15
Minimum Circuit Amps (MCA) A 3
Fan
Type x Quantity — Centrifugal x3
Air Flow Volume CFM 825/1000/1180
ESP In.W.G 0.2/0~0.32
Fan Motor Running Current A 2.4
Fan Motor Power Output W 150
Refrigerant Piping

. ) Gas(mm/inch) D15.9/05/8
Gonnection Fips Liquid(mm/inch) ©9.52/03/8
Connection method — Flare Connection
Refrigerant — R410A
Dimension/Weight
Dimensions (HxWxD) mm/inch (10 1/22(02)(51 ?g%x£(5552 3/4)
Net Weight kg/lbs 46.5/102
Other
Safety Certification — ETL

Job Name:

| oas: |

System Reference No.:

Engineer Signature:
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Specifications subject to change without prior notice.

© Gree Electric Appliances, Inc.of ZhuHai
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Add: West Jinji Rd., Qianshan, Zhuhai, Guangdong, China, 519070 ,
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